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Special offer 
You want a better price?Take it! 
You can get the FW-7880 as your personal company firewall.  
One of our top appliances — Now on sale! 

Built around the Intel E7501 chipset, the FW-7880 increases system performance by  
delivering greater platform bus bandwidth. This results into a faster response time for a larger 
number of users. In addition, the slim 1U Rackmount form saves valuable server room space 
without compromising performance. 

The offered price includes a full assembled FW-7880 with two ethernet modules, one 4 Port 
RJ45 and one 2 Port SFP (without tranceivers), CPU, RAM, HDD and CF with SDR technology. 
FW-7880 comes with the free pfSense firewall (http://www.pfsense.org) You are free to install 
any other software on it. 

 
 

1.650 € 

Only for a short period of time and only while stocks last, order it now! 

Our offer is valid from 03/14/2011 to 03/31/2011 

CPU  Power  

Typ Intel Xeon Supply Internal 300W 

Quantity 1 Input Range AC 90 - 264V, 47Hz - 63Hz 

Speed 2,8 GHz HDD  

Chipset Intel E7501/Intel i82801CA/

Intel i82870P 

Quantity 1 

Memory  Capacatiy / Type 3.5" / min. 250 GB IDE   

Type DDR Physical Data  

Capacatiy 2 GB Form Factor 19‘‘ 1U Rackmount 

Ports  Appliance H x B x T 431 x 500 x 44 mm 

Type RJ45 Net / Gross Weight 12.0Kg / 14.0 Kg 

10/100/1000 4 Ports (1 Modul) Chassis Material Steel 

1000 Fiber SFP 2 Ports (1 Modul) Operating  

Temperature 

0⁰C - + 40⁰C 

Chipset Intel 82546 Storage  

Temperature 

-20⁰C - + 70⁰C 

Special Technology SDR flash 128 MB Certifications CE, FCC CLASS A 
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New designed Landitec Distribution webshop at www.LANDITEC.com 
 

 

Site news 

We now present our business customers the new webshop for ordering our pro-
ducts online, 24 hours a day, 7 days a week.  
 
Just register and you will be ready to order. New payment possibilities like PayPal and Cre-
dit Card give you more flexibilitiy in ordering products. Of course, you can still our buy as 
usuall, but with our new webshop, we offer you a simple and fast way to order without limi-
tations like office hours. Enjoy all the comfort ordering from Landitec, now online and time 
saving. Please feel free to contact us for any indivudual offer. 
 
The new Landitec web shop: Flexible, easy and fast! 
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FW-7539 
 
Desktop network appliance with dual core Intel Atom CPU and four network ports 
 
 Slim 43mm height 
 Internal 2.5" HDD support 
 Onboard Intel ATOM D410 (singlecore) /  

D510 (dualcore), both @ 1.6GHz CPU 
 Intel ICH8M chipset 
 Windows (2000, 2003, XP), Linux support 
 4 LAN ports, 2 pair with bypass support 
 Gigabit Ethernet 
 Console Port, 2 USB 2.0 Ports 

Product news 

Form Factor   Ports  

Measuring 43 mm in height, the FW-7539 can be deployed 
in a variety of scenarios.  
 
Cooling 
CPU Passive Heatsink  
1 x Cooling fan 

4 GbE Ethernet Ports 
Intel 82574L LAN x 1 Intel 82583V x 3 Controller 2 pair with  
by-Pass support  
 
Physical Data   
215x 43 x 188mm 
Weight: 1.2 kg (without HDD)  

I/O Interface 
Console: RJ45 x 1 
USB 2.0: x 2 
Expansion: Mini-PCIe (With PCIe and USB interface) x1 
 

Platform 
Low power platform 
The embedded Intel atom processor and the ICH8M chipset 
Provides a stable, ultra-low power platform at an outstanding 
value-price point 
 

Environmental Parameters 
Temperature, ambient operating: 0C ~40C 
Temperature, ambient storage: neg 20C~60C 
Humidity (RH), ambient operating and nonoperating 5 ~ 95%, 
non condensing  

Power 
Type : power adapter – 60W 
Input: 12DC  

  HDD   
HDD Bay(s) 2.5" x 1 
Serial ATA x 1 
CompactFlash x 1 

Expansive I/O interface and internal Storage 
An internal 2.5" HDD, CF-support, USB 2.0 ports, Mini-PCI and 
console connection options guarantee that all hardware  
requirements will be met. Four GbE network ports including two 
pair with bypass provide high throughput and availability.  

Approvals & Compliance 
CE Emission 
FCC Class A 
RoHS  

Miscellaneous 
Watchdog timer 
Internal RTC with Li-battery  
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Landitec Service 

Smart Customers use our knowledge in appliance handling. 

The Landitec Distribution helps you selecting Appliances and the related correct components. 
Use our technical know-how, in order to adapt your optimum Appliance.  

 

 

Realize your desire. 

 

Landitec can assist you designing your own branded appliance. Everything is possible.  
We realize your design proposal or a complete new arrangement. A free example of your own  
created front lable can help to make the right decision.    

Please feel free to contact us for more information about our products and our services.  
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